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     (Format: TXT=11792 bytes) (Status: UNKNOWN)

0328 Suggested Telnet Protocol Changes. J. Postel. April 1972.
     (Format: TXT=2685 bytes) (Status: UNKNOWN)

0329 ARPA Network Mailing Lists. Network Information Center. Stanford
     Research Institute. May 1972. (Format: TXT=23861 bytes) (Obsoletes
     RFC0303) (Obsoleted by RFC0363) (Status: UNKNOWN)

0330 Network Host Status. E. Westheimer. April 1972. (Format: TXT=8085
     bytes) (Obsoletes RFC0326) (Updated by RFC0332) (Status: UNKNOWN)

0331 IMP System Change Notification. J.M. McQuillan. April 1972.
     (Format: TXT=2339 bytes) (Obsoleted by RFC0343) (Status: UNKNOWN)

0332 Network Host Status. E. Westheimer. April 1972. (Format: TXT=8427
     bytes) (Obsoleted by RFC0342) (Updates RFC0330) (Status: UNKNOWN)

0333 Proposed experiment with a Message Switching Protocol. R.D.
     Bressler, D. Murphy, D.C. Walden. May 1972. (Format: TXT=62507 bytes)
     (Status: UNKNOWN)

0334 Network Use on May 8. A.M. McKenzie. May 1972. (Format: TXT=1376
     bytes) (Status: UNKNOWN)

0335 New Interface - IMP/360. R.F. Bryan. May 1972. (Format: TXT=934
     bytes) (Status: UNKNOWN)

0336 Level 0 Graphic Input Protocol. I.W. Cotton. May 1972. (Format:
     TXT=3787 bytes) (Status: UNKNOWN)

0337 Not Issued.

0338 EBCDIC/ASCII Mapping for Network RJE. R.T. Braden. May 1972.
     (Format: TXT=11494, PS=2386987, PDF=1871020 bytes) (Status: UNKNOWN)

0339 MLTNET: A "Multi Telnet" Subsystem for Tenex. R. Thomas. May
     1972. (Format: TXT=7941 bytes) (Status: UNKNOWN)

0340 Proposed Telnet Changes. T.C. O’Sullivan. May 1972. (Format:
     TXT=2656 bytes) (Also RFC0328) (Status: UNKNOWN)

0341 Not Issued.

0342 Network Host Status. E. Westheimer. May 1972. (Format: TXT=8382
     bytes) (Obsoletes RFC0332) (Obsoleted by RFC0344) (Status: UNKNOWN)



0343 IMP System change notification. A.M. McKenzie. May 1972. (Format:
     TXT=3370 bytes) (Obsoletes RFC0331) (Obsoleted by RFC0359) (Status:
     UNKNOWN)

0344 Network Host Status. E. Westheimer. May 1972. (Format: TXT=8221
     bytes) (Obsoletes RFC0342) (Obsoleted by RFC0353) (Status: UNKNOWN)

0345 Interest in Mixed Integer Programming (MPSX on NIC 360/91 at
     CCN). K.C. Kelley. May 1972. (Format: TXT=1999 bytes) (Status:
     UNKNOWN)

0346 Satellite Considerations. J. Postel. May 1972. (Format: TXT=2778
     bytes) (Status: UNKNOWN)

0347 Echo process. J. Postel. May 1972. (Format: TXT=1377 bytes)
     (Status: UNKNOWN)

0348 Discard Process. J. Postel. May 1972. (Format: TXT=1181 bytes)
     (Status: UNKNOWN)

0349 Proposed Standard Socket Numbers. J. Postel. May 1972. (Format:
     TXT=1663 bytes) (Obsoleted by RFC0433) (Also RFC0322, RFC0204)
     (Status: UNKNOWN)

0350 User Accounts for UCSB On-Line System. R. Stoughton. May 1972.
     (Format: TXT=5117 bytes) (Status: UNKNOWN)

0351 Graphics information form for the ARPANET graphics resources
     notebook. D. Crocker. June 1972. (Format: TXT=2150 bytes) (Status:
     UNKNOWN)

0352 TIP Site Information Form. D. Crocker. June 1972. (Format:
     TXT=2266 bytes) (Status: UNKNOWN)

0353 Network host status. E. Westheimer. June 1972. (Format: TXT=8747
     bytes) (Obsoletes RFC0344) (Obsoleted by RFC0362) (Status: UNKNOWN)

0354 File Transfer Protocol. A.K. Bhushan. July 1972. (Format:
     TXT=58074 bytes) (Obsoletes RFC0264, RFC0265) (Obsoleted by RFC0542)
     (Updated by RFC0385, RFC0454, RFC0683) (Status: UNKNOWN)

0355 Response to NWG/RFC 346. J. Davidson. June 1972. (Format:
     TXT=3717 bytes) (Status: UNKNOWN)

0356 ARPA Network Control Center. R. Alter. June 1972. (Format:
     TXT=1963 bytes) (Status: UNKNOWN)

0357 Echoing strategy for satellite links. J. Davidson. June 1972.
     (Format: TXT=30103 bytes) (Status: UNKNOWN)

0358 Not Issued.

0359 Status of the Release of the New IMP System (2600). D.C. Walden.
     June 1972. (Format: TXT=2015 bytes) (Obsoletes RFC0343) (Status:
     UNKNOWN)

0360 Proposed Remote Job Entry Protocol. C. Holland. June 1972.
     (Format: TXT=39473, PDF=1187574 bytes) (Obsoleted by RFC0407)
     (Status: UNKNOWN)

0361 Deamon Processes on Host 106. R.D. Bressler. July 1972. (Format:
     TXT=1480 bytes) (Status: UNKNOWN)

0362 Network Host Status. E. Westheimer. June 1972. (Format: TXT=8631
     bytes) (Obsoletes RFC0353) (Obsoleted by RFC0366) (Status: UNKNOWN)

0363 ARPA Network mailing lists. Network Information Center. Stanford



     Research Institute. August 1972. (Format: TXT=25356 bytes) (Obsoletes
     RFC0329) (Obsoleted by RFC0402) (Status: UNKNOWN)

0364 Serving remote users on the ARPANET. M.D. Abrams. July 1972.
     (Format: TXT=11253 bytes) (Status: UNKNOWN)

0365 Letter to All TIP Users. D.C. Walden. July 1972. (Format:
     TXT=10331 bytes) (Status: UNKNOWN)

0366 Network Host Status. E. Westheimer. July 1972. (Format: TXT=8278
     bytes) (Obsoletes RFC0362) (Obsoleted by RFC0367) (Status: UNKNOWN)

0367 Network host status. E. Westheimer. July 1972. (Format: TXT=8057
     bytes) (Obsoletes RFC0366) (Obsoleted by RFC0370) (Status: UNKNOWN)

0368 Comments on "Proposed Remote Job Entry Protocol". R.T. Braden.
     July 1972. (Format: TXT=3883 bytes) (Status: UNKNOWN)

0369 Evaluation of ARPANET services January-March, 1972. J.R. Pickens.
     July 1972. (Format: TXT=24414 bytes) (Status: UNKNOWN)

0370 Network Host Status. E. Westheimer. July 1972. (Format: TXT=8389
     bytes) (Obsoletes RFC0367) (Updated by RFC0376) (Status: UNKNOWN)

0371 Demonstration at International Computer Communications
     Conference. R.E. Kahn. July 1972. (Format: TXT=3728 bytes) (Status:
     UNKNOWN)

0372 Notes on a Conversation with Bob Kahn on the ICCC. R.W. Watson.
     July 1972. (Format: TXT=6040 bytes) (Status: UNKNOWN)

0373 Arbitrary Character Sets. J. McCarthy. July 1972. (Format:
     TXT=7783 bytes) (Status: UNKNOWN)

0374 IMP System Announcement. A.M. McKenzie. July 1972. (Format:
     TXT=3963 bytes) (Status: UNKNOWN)

0375 Not Issued.

0376 Network Host Status. E. Westheimer. August 1972. (Format:
     TXT=8861 bytes) (Updates RFC0370) (Status: UNKNOWN)

0377 Using TSO via ARPA Network Virtual Terminal. R.T. Braden. August
     1972. (Format: TXT=7093 bytes) (Status: UNKNOWN)

0378 Traffic statistics (July 1972). A.M. McKenzie. August 1972.
     (Format: TXT=5730 bytes) (Obsoleted by RFC0391) (Status: UNKNOWN)

0379 Using TSO at CCN. R. Braden. August 1972. (Format: TXT=8674
     bytes) (Status: UNKNOWN)

0380 Not Issued.

0381 Three aids to improved network operation. J.M. McQuillan. July
     1972. (Format: TXT=9305 bytes) (Updated by RFC0394) (Status: UNKNOWN)

0382 Mathematical Software on the ARPA Network. L. McDaniel. August
     1972. (Format: TXT=2041 bytes) (Status: UNKNOWN)

0383 Not Issued.

0384 Official site idents for organizations in the ARPA Network. J.B.
     North. August 1972. (Format: TXT=10401 bytes) (Obsoletes RFC0289)
     (Status: UNKNOWN)

0385 Comments on the File Transfer Protocol. A.K. Bhushan. August
     1972. (Format: TXT=13030 bytes) (Updates RFC0354) (Updated by



     RFC0414) (Status: UNKNOWN)

0386 Letter to TIP users-2. B. Cosell, D.C. Walden. August 1972.
     (Format: TXT=12475 bytes) (Status: UNKNOWN)

0387 Some experiences in implementing Network Graphics Protocol Level
     0. K.C. Kelley, J. Meir. August 1972. (Format: TXT=9059 bytes)
     (Updated by RFC0401) (Status: UNKNOWN)

0388 NCP statistics. V. Cerf. August 1972. (Format: TXT=8458 bytes)
     (Updates RFC0323) (Status: UNKNOWN)

0389 UCLA Campus Computing Network Liaison Staff for ARPA Network. B.
     Noble. August 1972. (Format: TXT=2819 bytes) (Obsoleted by RFC0423)
     (Status: UNKNOWN)

0390 TSO Scenario. R.T. Braden. September 1972. (Format: TXT=6103
     bytes) (Status: UNKNOWN)

0391 Traffic statistics (August 1972). A.M. McKenzie. September 1972.
     (Format: TXT=4695 bytes) (Obsoletes RFC0378) (Status: UNKNOWN)

0392 Measurement of host costs for transmitting network data. G.
     Hicks, B.D. Wessler. September 1972. (Format: TXT=14462 bytes)
     (Status: UNKNOWN)

0393 Comments on Telnet Protocol Changes. J.M. Winett. October 1972.
     (Format: TXT=9435 bytes) (Also RFC0109, RFC0139, RFC0158, RFC0318,
     RFC0328) (Status: UNKNOWN)

0394 Two Proposed Changes to the IMP-Host Protocol. J.M. McQuillan.
     September 1972. (Format: TXT=5780 bytes) (Updates RFC0381) (Status:
     UNKNOWN)

0395 Switch Settings on IMPs and TIPs. J.M. McQuillan. October 1972.
     (Format: TXT=1827 bytes) (Status: UNKNOWN)

0396 Network Graphics Working Group Meeting - Second Iteration. S.
     Bunch. November 1972. (Format: TXT=2224 bytes) (Updated by RFC0474)
     (Status: UNKNOWN)

0397 Not Issued.

0398 ICP Sockets. J.R. Pickens, E. Faeh. September 1972. (Format:
     TXT=3846 bytes) (Status: UNKNOWN)

0399 SMFS Login and Logout. M. Krilanovich. September 1972. (Format:
     TXT=3024 bytes) (Obsoleted by RFC0431) (Updates RFC0122) (Status:
     UNKNOWN)

0400 Traffic Statistics (September 1972). A.M. McKenzie. October 1972.
     (Format: TXT=5435 bytes) (Status: UNKNOWN)

0401 Conversion of NGP-0 Coordinates to Device Specific Coordinates.
     J. Hansen. October 1972. (Format: TXT=3894 bytes) (Updates RFC0387)
     (Status: UNKNOWN)

0402 ARPA Network Mailing Lists. J.B. North. October 1972. (Format:
     TXT=28162 bytes) (Obsoletes RFC0363) (Status: UNKNOWN)

0403 Desirability of a Network 1108 Service. G. Hicks. January 1973.
     (Format: TXT=9750, PDF=219744 bytes) (Status: UNKNOWN)

0404 Host Address Changes Involving Rand and ISI. A.M. McKenzie.
     October 1972. (Format: TXT=944 bytes) (Updated by RFC0405) (Status:
     UNKNOWN)



0405 Correction to RFC 404. A.M. McKenzie. October 1972. (Format:
     TXT=1103 bytes) (Updates RFC0404) (Status: UNKNOWN)

0406 Scheduled IMP Software Releases. J.M. McQuillan. October 1972.
     (Format: TXT=2468 bytes) (Status: UNKNOWN)

0407 Remote Job Entry Protocol. R.D. Bressler, R. Guida, A.M.
     McKenzie. October 1972. (Format: TXT=47556 bytes) (Obsoletes RFC0360)
     (Status: HISTORIC)

0408 NETBANK. A.D. Owen, J. Postel. October 1972. (Format: TXT=1645
     bytes) (Status: UNKNOWN)

0409 Tenex interface to UCSB’s Simple-Minded File System. J.E. White.
     December 1972. (Format: TXT=14231 bytes) (Status: UNKNOWN)

0410 Removal of the 30-Second Delay When Hosts Come Up. J.M.
     McQuillan. November 1972. (Format: TXT=3964 bytes) (Status: UNKNOWN)

0411 New MULTICS Network Software Features. M.A. Padlipsky. November
     1972. (Format: TXT=3024 bytes) (Status: UNKNOWN)

0412 User FTP Documentation. G. Hicks. November 1972. (Format:
     TXT=17510 bytes) (Status: UNKNOWN)

0413 Traffic statistics (October 1972). A.M. McKenzie. November 1972.
     (Format: TXT=16145 bytes) (Status: UNKNOWN)

0414 File Transfer Protocol (FTP) status and further comments. A.K.
     Bhushan. December 1972. (Format: TXT=12845 bytes) (Updates RFC0385)
     (Status: UNKNOWN)

0415 Tenex bandwidth. H. Murray. November 1972. (Format: TXT=3456
     bytes) (Status: UNKNOWN)

0416 ARC System Will Be Unavailable for Use During Thanksgiving Week.
     J.C. Norton. November 1972. (Format: TXT=2205 bytes) (Status:
     UNKNOWN)

0417 Link usage violation. J. Postel, C. Kline. December 1972.
     (Format: TXT=901 bytes) (Status: UNKNOWN)

0418 Server File Transfer Under TSS/360 At NASA-Ames Research Center.
     W. Hathaway. November 1972. (Format: PDF=1080191 bytes) (Status:
     UNKNOWN)

0419 To: Network liaisons and station agents. A. Vezza. December 1972.
     (Format: TXT=1252 bytes) (Status: UNKNOWN)

0420 CCA ICCC weather demo. H. Murray. January 1973. (Format:
     TXT=14752 bytes) (Status: UNKNOWN)

0421 Software Consulting Service for Network Users. A.M. McKenzie.
     November 1972. (Format: TXT=2483 bytes) (Status: UNKNOWN)

0422 Traffic statistics (November 1972). A.M. McKenzie. December 1972.
     (Format: TXT=5494 bytes) (Status: UNKNOWN)

0423 UCLA Campus Computing Network Liaison Staff for ARPANET. B.
     Noble. December 1972. (Format: TXT=2890 bytes) (Obsoletes RFC0389)
     (Status: UNKNOWN)

0424 Not Issued.

0425 "But my NCP costs $500 a day". R.D. Bressler. December 1972.
     (Format: TXT=1763 bytes) (Status: UNKNOWN)



0426 Reconnection Protocol. R. Thomas. January 1973. (Format:
     TXT=26548 bytes) (Status: UNKNOWN)

0427 Not Issued.

0428 Not Issued.

0429 Character Generator Process. J. Postel. December 1972. (Format:
     TXT=1319 bytes) (Status: UNKNOWN)

0430 Comments on File Transfer Protocol. R.T. Braden. February 1973.
     (Format: TXT=18696 bytes) (Status: UNKNOWN)

0431 Update on SMFS Login and Logout. M. Krilanovich. December 1972.
     (Format: TXT=4196 bytes) (Obsoletes RFC0399) (Updates RFC0122)
     (Status: UNKNOWN)

0432 Network logical map. N. Neigus. December 1972. (Format: TXT=1291,
     PDF=148880, PS=1344571 bytes) (Status: UNKNOWN)

0433 Socket number list. J. Postel. December 1972. (Format: TXT=6834
     bytes) (Obsoletes RFC0349) (Obsoleted by RFC0503) (Status: UNKNOWN)

0434 IMP/TIP memory retrofit schedule. A.M. McKenzie. January 1973.
     (Format: TXT=2242 bytes) (Obsoleted by RFC0447) (Status: UNKNOWN)

0435 Telnet issues. B. Cosell, D.C. Walden. January 1973. (Format:
     TXT=23019 bytes) (Updates RFC0318) (Status: UNKNOWN)

0436 Announcement of RJS at UCSB. M. Krilanovich. January 1973.
     (Format: TXT=2579 bytes) (Status: UNKNOWN)

0437 Data Reconfiguration Service at UCSB. E. Faeh. June 1973.
     (Format: TXT=21562 bytes) (Status: UNKNOWN)

0438 FTP server-server interaction. R. Thomas, R. Clements. January
     1973. (Format: TXT=6514 bytes) (Status: UNKNOWN)

0439 PARRY encounters the DOCTOR. V. Cerf. January 1973. (Format:
     TXT=7066 bytes) (Status: UNKNOWN)

0440 Scheduled network software maintenance. D.C. Walden. January
     1973. (Format: TXT=1870 bytes) (Status: UNKNOWN)

0441 Inter-Entity Communication - an experiment. R.D. Bressler, R.
     Thomas. January 1973. (Format: TXT=12876 bytes) (Status: UNKNOWN)

0442 Current flow-control scheme for IMPSYS. V. Cerf. January 1973.
     (Format: TXT=16315 bytes) (Updated by RFC0449) (Status: UNKNOWN)

0443 Traffic statistics (December 1972). A.M. McKenzie. January 1973.
     (Format: TXT=5664 bytes) (Status: UNKNOWN)

0444 Not Issued.

0445 IMP/TIP preventive maintenance schedule. A.M. McKenzie. January
     1973. (Format: TXT=2668 bytes) (Status: UNKNOWN)

0446 Proposal to consider a network program resource notebook. L.P.
     Deutsch. January 1973. (Format: TXT=3053 bytes) (Status: UNKNOWN)

0447 IMP/TIP memory retrofit schedule. A.M. McKenzie. January 1973.
     (Format: TXT=2332 bytes) (Obsoletes RFC0434) (Obsoleted by RFC0476)
     (Status: UNKNOWN)

0448 Print files in FTP. R.T. Braden. February 1973. (Format: TXT=6838
     bytes) (Status: UNKNOWN)



0449 Current flow-control scheme for IMPSYS. D.C. Walden. January
     1973. (Format: TXT=1662 bytes) (Updates RFC0442) (Status: UNKNOWN)

0450 MULTICS sampling timeout change. M.A. Padlipsky. February 1973.
     (Format: TXT=924 bytes) (Status: UNKNOWN)

0451 Tentative proposal for a Unified User Level Protocol. M.A.
     Padlipsky. February 1973. (Format: TXT=8114 bytes) (Status: UNKNOWN)

0452 TELNET Command at Host LL. J. Winett. February 1973. (Format:
     TXT=28415, PDF=777983 bytes) (Status: UNKNOWN)

0453 Meeting announcement to discuss a network mail system. M.D.
     Kudlick. February 1973. (Format: TXT=4572 bytes) (Status: UNKNOWN)

0454 File Transfer Protocol - meeting announcement and a new proposed
     document. A.M. McKenzie. February 1973. (Format: TXT=78966 bytes)
     (Updates RFC0354) (Status: UNKNOWN)

0455 Traffic statistics (January 1973). A.M. McKenzie. February 1973.
     (Format: TXT=5746 bytes) (Status: UNKNOWN)

0456 Memorandum: Date change of mail meeting. M.D. Kudlick. February
     1973. (Format: TXT=950 bytes) (Status: UNKNOWN)

0457 TIPUG. D.C. Walden. February 1973. (Format: TXT=845 bytes)
     (Status: UNKNOWN)

0458 Mail retrieval via FTP. R.D. Bressler, R. Thomas. February 1973.
     (Format: TXT=2705 bytes) (Status: UNKNOWN)

0459 Network questionnaires. W. Kantrowitz. February 1973. (Format:
     TXT=1950 bytes) (Status: UNKNOWN)

0460 NCP survey. C. Kline. February 1973. (Format: TXT=10324 bytes)
     (Status: UNKNOWN)

0461 Telnet Protocol meeting announcement. A.M. McKenzie. February
     1973. (Format: TXT=1966 bytes) (Status: UNKNOWN)

0462 Responding to user needs. J. Iseli, D. Crocker. February 1973.
     (Format: TXT=2808 bytes) (Status: UNKNOWN)

0463 FTP comments and response to RFC 430. A.K. Bhushan. February
     1973. (Format: TXT=5729 bytes) (Status: UNKNOWN)

0464 Resource notebook framework. M.D. Kudlick. February 1973.
     (Format: TXT=3684 bytes) (Status: UNKNOWN)

0465 Not Issued.

0466 Telnet logger/server for host LL-67. J.M. Winett. February 1973.
     (Format: TXT=17595 bytes) (Status: UNKNOWN)

0467 Proposed change to Host-Host Protocol: Resynchronization of
     connection status. J.D. Burchfiel, R.S. Tomlinson. February 1973.
     (Format: TXT=14325 bytes) (Updated by RFC0492) (Status: UNKNOWN)

0468 FTP data compression. R.T. Braden. March 1973. (Format: TXT=14909
     bytes) (Status: UNKNOWN)

0469 Network mail meeting summary. M.D. Kudlick. March 1973. (Format:
     TXT=17774 bytes) (Status: UNKNOWN)

0470 Change in socket for TIP news facility. R. Thomas. March 1973.
     (Format: TXT=1014 bytes) (Status: UNKNOWN)



0471 Workshop on multi-site executive programs. R. Thomas. March 1973.
     (Format: TXT=3339 bytes) (Status: UNKNOWN)

0472 Illinois’ reply to Maxwell’s request for graphics information
     (NIC 14925). S. Bunch. March 1973. (Format: TXT=4780 bytes) (Status:
     UNKNOWN)

0473 MIX and MIXAL?. D.C. Walden. February 1973. (Format: TXT=868
     bytes) (Status: UNKNOWN)

0474 Announcement of NGWG meeting: Call for papers. S. Bunch. March
     1973. (Format: TXT=1170 bytes) (Updates RFC0396) (Status: UNKNOWN)

0475 FTP and Network Mail System. A.K. Bhushan. March 1973. (Format:
     TXT=21928, PDF=600361 bytes) (Status: UNKNOWN)

0476 IMP/TIP memory retrofit schedule (rev 2). A.M. McKenzie. March
     1973. (Format: TXT=2281 bytes) (Obsoletes RFC0447) (Status: UNKNOWN)

0477 Remote Job Service at UCSB. M. Krilanovich. May 1973. (Format:
     TXT=40535 bytes) (Status: UNKNOWN)

0478 FTP server-server interaction - II. R.D. Bressler, R. Thomas.
     March 1973. (Format: TXT=4199 bytes) (Status: UNKNOWN)

0479 Use of FTP by the NIC Journal. J.E. White. March 1973. (Format:
     TXT=11183 bytes) (Status: UNKNOWN)

0480 Host-dependent FTP parameters. J.E. White. March 1973. (Format:
     TXT=2084 bytes) (Status: UNKNOWN)

0481 Not Issued.

0482 Traffic statistics (February 1973). A.M. McKenzie. March 1973.
     (Format: TXT=6162 bytes) (Updated by RFC0497) (Status: UNKNOWN)

0483 Cancellation of the resource notebook framework meeting. M.D.
     Kudlick. March 1973. (Format: TXT=1021 bytes) (Status: UNKNOWN)

0484 Not Issued.

0485 MIX and MIXAL at UCSB. J.R. Pickens. March 1973. (Format:
     TXT=2226 bytes) (Status: UNKNOWN)

0486 Data transfer revisited. R.D. Bressler. March 1973. (Format:
     TXT=4664 bytes) (Status: UNKNOWN)

0487 Free file transfer. R.D. Bressler. April 1973. (Format: TXT=3249
     bytes) (Status: UNKNOWN)

0488 NLS classes at network sites. M.F. Auerbach. March 1973. (Format:
     TXT=3806 bytes) (Status: UNKNOWN)

0489 Comment on resynchronization of connection status proposal. J.
     Postel. March 1973. (Format: TXT=2010 bytes) (Status: UNKNOWN)

0490 Surrogate RJS for UCLA-CCN. J.R. Pickens. March 1973. (Format:
     TXT=9858 bytes) (Status: UNKNOWN)

0491 What is "Free"?. M.A. Padlipsky. April 1973. (Format: TXT=5872
     bytes) (Status: UNKNOWN)

0492 Response to RFC 467. E. Meyer. April 1973. (Format: TXT=18791
     bytes) (Updates RFC0467) (Status: UNKNOWN)

0493 GRAPHICS PROTOCOL. J.C. Michener, I.W. Cotton, K.C. Kelley, D.E.



     Liddle, E. Meyer. April 1973. (Format: TXT=67843, PDF=1563891 bytes)
     (Obsoletes RFC0292) (Status: UNKNOWN)

0494 Availability of MIX and MIXAL in the Network. D.C. Walden. April
     1973. (Format: TXT=2007 bytes) (Status: UNKNOWN)

0495 Telnet Protocol specifications. A.M. McKenzie. May 1973. (Format:
     TXT=4260 bytes) (Obsoletes RFC0158) (Updated by RFC0562) (Status:
     UNKNOWN)

0496 TNLS quick reference card is available. M.F. Auerbach. April
     1973. (Format: TXT=1110 bytes) (Status: UNKNOWN)

0497 Traffic Statistics (March 1973). A.M. McKenzie. April 1973.
     (Format: TXT=6078, PDF=191264 bytes) (Updates RFC0482) (Status:
     UNKNOWN)

0498 On mail service to CCN. R.T. Braden. April 1973. (Format:
     TXT=5315 bytes) (Status: UNKNOWN)

0499 Harvard’s network RJE. B.R. Reussow. April 1973. (Format:
     TXT=12584 bytes) (Status: UNKNOWN)

0500 Integration of data management systems on a computer network. A.
     Shoshani, I. Spiegler. April 1973. (Not online) (Status: UNKNOWN)

0501 Un-muddling "free file transfer". K.T. Pogran. May 1973. (Format:
     TXT=13177 bytes) (Status: UNKNOWN)

0502 Not Issued.

0503 Socket number list. N. Neigus, J. Postel. April 1973. (Format:
     TXT=8690 bytes) (Obsoletes RFC0433) (Obsoleted by RFC0739) (Status:
     UNKNOWN)

0504 Distributed resources workshop announcement. R. Thomas. April
     1973. (Format: TXT=9061 bytes) (Status: UNKNOWN)

0505 Two solutions to a file transfer access problem. M.A. Padlipsky.
     June 1973. (Format: TXT=7476 bytes) (Status: UNKNOWN)

0506 FTP command naming problem. M.A. Padlipsky. June 1973. (Format:
     TXT=1974 bytes) (Status: UNKNOWN)

0507 Not Issued.

0508 Real-time data transmission on the ARPANET. L. Pfeifer, J.
     McAfee. May 1973. (Format: TXT=25002 bytes) (Status: UNKNOWN)

0509 Traffic statistics (April 1973). A.M. McKenzie. April 1973.
     (Format: TXT=6538 bytes) (Status: UNKNOWN)

0510 Request for network mailbox addresses. J.E. White. May 1973.
     (Format: TXT=4150 bytes) (Status: UNKNOWN)

0511 Enterprise phone service to NIC from ARPANET sites. J.B. North.
     May 1973. (Format: TXT=4664 bytes) (Status: UNKNOWN)

0512 More on lost message detection. W. Hathaway. May 1973. (Format:
     TXT=3641 bytes) (Status: UNKNOWN)

0513 Comments on the new Telnet specifications. W. Hathaway. May 1973.
     (Format: TXT=7980 bytes) (Status: UNKNOWN)

0514 Network make-work. W. Kantrowitz. June 1973. (Format: TXT=8734
     bytes) (Status: UNKNOWN)



0515 Specifications for Datalanguage, Version 0/9. R. Winter. June
     1973. (Format: TXT=60557 bytes) (Status: UNKNOWN)

0516 Lost message detection. J. Postel. May 1973. (Format: TXT=4086
     bytes) (Status: UNKNOWN)

0517 Not Issued.

0518 ARPANET accounts. N. Vaughan, E.J. Feinler. June 1973. (Format:
     TXT=12880 bytes) (Status: UNKNOWN)

0519 Resource Evaluation. J.R. Pickens. June 1973. (Format: TXT=7750,
     PDF=224969 bytes) (Status: UNKNOWN)
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     UNKNOWN)

0713 MSDTP-Message Services Data Transmission Protocol. J. Haverty.
     April 1976. (Format: TXT=41175 bytes) (Status: UNKNOWN)

0714 Host-Host Protocol for an ARPANET-Type Network. A.M. McKenzie.
     April 1976. (Format: TXT=56322, PDF=1599012 bytes) (Status: UNKNOWN)

0715 Not Issued.

0716 Interim Revision to Appendix F of BBN 1822. D.C. Walden, J.
     Levin. May 1976. (Format: TXT=3345 bytes) (Status: UNKNOWN)

0717 Assigned Network Numbers. J. Postel. July 1976. (Format: TXT=2322
     bytes) (Status: HISTORIC)

0718 Comments on RCTE from the Tenex Implementation Experience. J.
     Postel. June 1976. (Format: TXT=3829 bytes) (Status: UNKNOWN)

0719 Discussion on RCTE. J. Postel. July 1976. (Format: TXT=4708
     bytes) (Status: UNKNOWN)

0720 Address Specification Syntax for Network Mail. D. Crocker. August
     1976. (Format: TXT=6602 bytes) (Status: UNKNOWN)

0721 Out-of-Band Control Signals in a Host-to-Host Protocol. L.L.
     Garlick. September 1976. (Format: TXT=13566 bytes) (Status: UNKNOWN)

0722 Thoughts on Interactions in Distributed Services. J. Haverty.
     September 1976. (Format: TXT=29478 bytes) (Status: UNKNOWN)

0723 Not Issued.

0724 Proposed official standard for the format of ARPA Network
     messages. D. Crocker, K.T. Pogran, J. Vittal, D.A. Henderson. May
     1977. (Format: TXT=75554 bytes) (Obsoleted by RFC0733) (Status:
     UNKNOWN)

0725 RJE protocol for a resource sharing network. J.D. Day, G.R.
     Grossman. March 1977. (Format: TXT=44025 bytes) (Status: UNKNOWN)

0726 Remote Controlled Transmission and Echoing Telnet option. J.
     Postel, D. Crocker. March 1977. (Format: TXT=38651 bytes) (Status:
     PROPOSED STANDARD)

0727 Telnet logout option. M.R. Crispin. April 1977. (Format: TXT=5674
     bytes) (Status: PROPOSED STANDARD)

0728 Minor pitfall in the Telnet Protocol. J.D. Day. April 1977.
     (Format: TXT=2224 bytes) (Status: UNKNOWN)

0729 Telnet byte macro option. D. Crocker. May 1977. (Format: TXT=6509
     bytes) (Obsoleted by RFC0735) (Status: UNKNOWN)

0730 Extensible field addressing. J. Postel. May 1977. (Format:
     TXT=9519 bytes) (Status: UNKNOWN)

0731 Telnet Data Entry Terminal option. J.D. Day. June 1977. (Format:
     TXT=61648 bytes) (Obsoleted by RFC0732) (Status: UNKNOWN)



0732 Telnet Data Entry Terminal option. J.D. Day. September 1977.
     (Format: TXT=57160 bytes) (Obsoletes RFC0731) (Updated by RFC1043)
     (Status: UNKNOWN)

0733 Standard for the format of ARPA network text messages. D.
     Crocker, J. Vittal, K.T. Pogran, D.A. Henderson. November 1977.
     (Format: TXT=73006 bytes) (Obsoletes RFC0724) (Obsoleted by RFC0822)
     (Status: UNKNOWN)

0734 SUPDUP Protocol. M.R. Crispin. October 1977. (Format: TXT=33256
     bytes) (Status: HISTORIC)

0735 Revised Telnet byte macro option. D. Crocker, R.H. Gumpertz.
     November 1977. (Format: TXT=10585 bytes) (Obsoletes RFC0729) (Status:
     PROPOSED STANDARD)

0736 Telnet SUPDUP option. M.R. Crispin. October 1977. (Format:
     TXT=3081 bytes) (Status: PROPOSED STANDARD)

0737 FTP extension: XSEN. K. Harrenstien. October 1977. (Format:
     TXT=2127 bytes) (Status: UNKNOWN)

0738 Time server. K. Harrenstien. October 1977. (Format: TXT=1851
     bytes) (Status: UNKNOWN)

0739 Assigned numbers. J. Postel. November 1977. (Format: TXT=16346
     bytes) (Obsoletes RFC0604, RFC0503) (Obsoleted by RFC0750) (Status:
     HISTORIC)

0740 NETRJS Protocol. R.T. Braden. November 1977. (Format: TXT=38833
     bytes) (Obsoletes RFC0599) (Status: HISTORIC)

0741 Specifications for the Network Voice Protocol (NVP). D. Cohen.
     November 1977. (Format: TXT=57581 bytes) (Status: UNKNOWN)

0742 NAME/FINGER Protocol. K. Harrenstien. December 1977. (Format:
     TXT=12321 bytes) (Obsoleted by RFC1288, RFC1196, RFC1194) (Status:
     UNKNOWN)

0743 FTP extension: XRSQ/XRCP. K. Harrenstien. December 1977. (Format:
     TXT=16249 bytes) (Status: UNKNOWN)

0744 MARS - a Message Archiving and Retrieval Service. J. Sattley.
     January 1978. (Format: TXT=10984 bytes) (Status: UNKNOWN)

0745 JANUS interface specifications. M. Beeler. March 1978. (Format:
     TXT=21453 bytes) (Status: UNKNOWN)

0746 SUPDUP graphics extension. R. Stallman. March 1978. (Format:
     TXT=30197 bytes) (Status: UNKNOWN)

0747 Recent extensions to the SUPDUP Protocol. M.R. Crispin. March
     1978. (Format: TXT=2870 bytes) (Status: UNKNOWN)

0748 Telnet randomly-lose option. M.R. Crispin. April 1 1978. (Format:
     TXT=2741 bytes) (Status: UNKNOWN)

0749 Telnet SUPDUP-Output option. B. Greenberg. September 1978.
     (Format: TXT=8933 bytes) (Status: PROPOSED STANDARD)

0750 Assigned numbers. J. Postel. September 1978. (Format: TXT=19979
     bytes) (Obsoletes RFC0739) (Obsoleted by RFC0755) (Status: HISTORIC)

0751 Survey of FTP mail and MLFL. P.D. Lebling. December 1978.
     (Format: TXT=10069 bytes) (Status: UNKNOWN)



0752 Universal host table. M.R. Crispin. January 1979. (Format:
     TXT=33793 bytes) (Status: UNKNOWN)

0753 Internet Message Protocol. J. Postel. March 1979. (Format:
     TXT=93363 bytes) (Status: UNKNOWN)

0754 Out-of-net host addresses for mail. J. Postel. April 1979.
     (Format: TXT=19212 bytes) (Status: UNKNOWN)

0755 Assigned numbers. J. Postel. May 1979. (Format: TXT=22039 bytes)
     (Obsoletes RFC0750) (Obsoleted by RFC0758) (Status: HISTORIC)

0756 NIC name server - a datagram-based information utility. J.R.
     Pickens, E.J. Feinler, J.E. Mathis. July 1979. (Format: TXT=23491
     bytes) (Status: UNKNOWN)

0757 Suggested solution to the naming, addressing, and delivery
     problem for ARPANET message systems. D.P. Deutsch. September 1979.
     (Format: TXT=35618 bytes) (Status: UNKNOWN)

0758 Assigned numbers. J. Postel. August 1979. (Format: TXT=22911
     bytes) (Obsoletes RFC0755) (Obsoleted by RFC0762) (Status: HISTORIC)

0759 Internet Message Protocol. J. Postel. August 1980. (Format:
     TXT=123606 bytes) (Status: HISTORIC)

0760 DoD standard Internet Protocol. J. Postel. January 1980. (Format:
     TXT=81507 bytes) (Obsoletes IEN 123) (Obsoleted by RFC0791) (Updated
     by RFC0777) (Status: UNKNOWN)

0761 DoD standard Transmission Control Protocol. J. Postel. January
     1980. (Format: TXT=167049 bytes) (Obsoleted by RFC0793) (Status:
     UNKNOWN)

0762 Assigned numbers. J. Postel. January 1980. (Format: TXT=24668
     bytes) (Obsoletes RFC0758) (Obsoleted by RFC0770) (Status: HISTORIC)

0763 Role mailboxes. M.D. Abrams. May 1980. (Format: TXT=942 bytes)
     (Status: UNKNOWN)

0764 Telnet Protocol specification. J. Postel. June 1980. (Format:
     TXT=40005 bytes) (Obsoleted by RFC0854) (Status: UNKNOWN)

0765 File Transfer Protocol specification. J. Postel. June 1980.
     (Format: TXT=146641 bytes) (Obsoletes RFC0542) (Obsoleted by RFC0959)
     (Status: UNKNOWN)

0766 Internet Protocol Handbook: Table of contents. J. Postel. July
     1980. (Format: TXT=3465 bytes) (Obsoleted by RFC0774) (Status:
     UNKNOWN)

0767 Structured format for transmission of multi-media documents. J.
     Postel. August 1980. (Format: TXT=59971 bytes) (Status: UNKNOWN)

0768 User Datagram Protocol. J. Postel. August 1980. (Format: TXT=5896
     bytes) (Also STD0006) (Status: STANDARD)

0769 Rapicom 450 facsimile file format. J. Postel. September 1980.
     (Format: TXT=4079 bytes) (Status: UNKNOWN)

0770 Assigned numbers. J. Postel. September 1980. (Format: TXT=26248
     bytes) (Obsoletes RFC0762) (Obsoleted by RFC0776) (Status: HISTORIC)

0771 Mail transition plan. V.G. Cerf, J. Postel. September 1980.
     (Format: TXT=18623 bytes) (Status: UNKNOWN)

0772 Mail Transfer Protocol. S. Sluizer, J. Postel. September 1980.



     (Format: TXT=61061 bytes) (Obsoleted by RFC0780, STD0010) (Status:
     UNKNOWN)

0773 Comments on NCP/TCP mail service transition strategy. V.G. Cerf.
     October 1980. (Format: TXT=22181 bytes) (Status: UNKNOWN)

0774 Internet Protocol Handbook: Table of contents. J. Postel. October
     1980. (Format: TXT=3452 bytes) (Obsoletes RFC0766) (Status: UNKNOWN)

0775 Directory oriented FTP commands. D. Mankins, D. Franklin, A.D.
     Owen. December 1980. (Format: TXT=9511 bytes) (Status: UNKNOWN)

0776 Assigned numbers. J. Postel. January 1981. (Format: TXT=30311
     bytes) (Obsoletes RFC0770) (Obsoleted by RFC0790) (Status: HISTORIC)

0777 Internet Control Message Protocol. J. Postel. April 1981.
     (Format: TXT=19407 bytes) (Obsoleted by RFC0792) (Updates RFC0760)
     (Status: UNKNOWN)

0778 DCNET Internet Clock Service. D.L. Mills. April 1981. (Format:
     TXT=9464 bytes) (Status: HISTORIC)

0779 Telnet send-location option. E. Killian. April 1981. (Format:
     TXT=2564 bytes) (Status: PROPOSED STANDARD)

0780 Mail Transfer Protocol. S. Sluizer, J. Postel. May 1981. (Format:
     TXT=80352 bytes) (Obsoletes RFC0772) (Obsoleted by RFC0788, STD0010)
     (Status: UNKNOWN)

0781 Specification of the Internet Protocol (IP) timestamp option. Z.
     Su. May 1981. (Format: TXT=4002 bytes) (Status: UNKNOWN)

0782 Virtual Terminal management model. J. Nabielsky, A.P. Skelton.
     January 1981. (Format: TXT=43589 bytes) (Status: UNKNOWN)

0783 TFTP Protocol (revision 2). K.R. Sollins. June 1981. (Format:
     TXT=23522 bytes) (Obsoletes IEN 133) (Obsoleted by RFC1350) (Status:
     UNKNOWN)

0784 Mail Transfer Protocol: ISI TOPS20 implementation. S. Sluizer, J.
     Postel. July 1981. (Format: TXT=5856 bytes) (Status: UNKNOWN)

0785 Mail Transfer Protocol: ISI TOPS20 file definitions. S. Sluizer,
     J. Postel. July 1981. (Format: TXT=7032 bytes) (Status: UNKNOWN)

0786 Mail Transfer Protocol: ISI TOPS20 MTP-NIMAIL interface. S.
     Sluizer, J. Postel. July 1981. (Format: TXT=3129 bytes) (Status:
     UNKNOWN)

0787 Connectionless data transmission survey/tutorial. A.L. Chapin.
     July 1981. (Format: TXT=84265 bytes) (Status: UNKNOWN)

0788 Simple Mail Transfer Protocol. J. Postel. November 1981. (Format:
     TXT=109001 bytes) (Obsoletes RFC0780) (Obsoleted by RFC0821, STD0010)
     (Status: UNKNOWN)

0789 Vulnerabilities of network control protocols: An example. E.C.
     Rosen. July 1981. (Format: TXT=25541 bytes) (Status: UNKNOWN)

0790 Assigned numbers. J. Postel. September 1981. (Format: TXT=35316
     bytes) (Obsoletes RFC0776) (Obsoleted by RFC0820) (Status: HISTORIC)

0791 Internet Protocol. J. Postel. September 1981. (Format: TXT=97779
     bytes) (Obsoletes RFC0760) (Updated by RFC1349) (Also STD0005)
     (Status: STANDARD)

0792 Internet Control Message Protocol. J. Postel. September 1981.



     (Format: TXT=30404 bytes) (Obsoletes RFC0777) (Updated by RFC0950,
     RFC4884) (Also STD0005) (Status: STANDARD)

0793 Transmission Control Protocol. J. Postel. September 1981.
     (Format: TXT=172710 bytes) (Obsoletes RFC0761) (Updated by RFC1122,
     RFC3168, RFC6093, RFC6528) (Also STD0007) (Status: STANDARD)

0794 Pre-emption. V.G. Cerf. September 1981. (Format: TXT=5906 bytes)
     (Updates IEN 125) (Status: UNKNOWN)

0795 Service mappings. J. Postel. September 1981. (Format: TXT=5228
     bytes) (Status: UNKNOWN)

0796 Address mappings. J. Postel. September 1981. (Format: TXT=11239
     bytes) (Obsoletes IEN 115) (Status: UNKNOWN)

0797 Format for Bitmap files. A.R. Katz. September 1981. (Format:
     TXT=3067 bytes) (Status: UNKNOWN)

0798 Decoding facsimile data from the Rapicom 450. A.R. Katz.
     September 1981. (Format: TXT=38867 bytes) (Status: UNKNOWN)

0799 Internet name domains. D.L. Mills. September 1981. (Format:
     TXT=13896 bytes) (Status: UNKNOWN)

0800 Request For Comments summary notes: 700-799. J. Postel, J.
     Vernon. November 1982. (Format: TXT=18354 bytes) (Status:
     INFORMATIONAL)

0801 NCP/TCP transition plan. J. Postel. November 1981. (Format:
     TXT=42041 bytes) (Status: UNKNOWN)

0802 ARPANET 1822L Host Access Protocol. A.G. Malis. November 1981.
     (Format: TXT=62470 bytes) (Obsoleted by RFC0851) (Status: UNKNOWN)

0803 Dacom 450/500 facsimile data transcoding. A. Agarwal, M.J.
     O’Connor, D.L. Mills. November 1981. (Format: TXT=33826 bytes)
     (Status: UNKNOWN)

0804 CCITT draft recommendation T.4. International Telegraph and
     Telephone Consultative Committee of the International
     Telecommunication Union. January 1981. (Format: TXT=17025 bytes)
     (Status: UNKNOWN)

0805 Computer mail meeting notes. J. Postel. February 1982. (Format:
     TXT=12522 bytes) (Status: UNKNOWN)

0806 Proposed Federal Information Processing Standard: Specification
     for message format for computer based message systems. National
     Bureau of Standards. September 1981. (Format: TXT=216377 bytes)
     (Obsoleted by RFC0841) (Status: UNKNOWN)

0807 Multimedia mail meeting notes. J. Postel. February 1982. (Format:
     TXT=11633 bytes) (Status: UNKNOWN)

0808 Summary of computer mail services meeting held at BBN on 10
     January 1979. J. Postel. March 1982. (Format: TXT=15930 bytes)
     (Status: UNKNOWN)

0809 UCL facsimile system. T. Chang. February 1982. (Format:
     TXT=171153 bytes) (Status: UNKNOWN)

0810 DoD Internet host table specification. E.J. Feinler, K.
     Harrenstien, Z. Su, V. White. March 1982. (Format: TXT=14196 bytes)
     (Obsoletes RFC0608) (Obsoleted by RFC0952) (Status: UNKNOWN)

0811 Hostnames Server. K. Harrenstien, V. White, E.J. Feinler. March



     1982. (Format: TXT=7771 bytes) (Obsoleted by RFC0953) (Status:
     UNKNOWN)

0812 NICNAME/WHOIS. K. Harrenstien, V. White. March 1982. (Format:
     TXT=5389 bytes) (Obsoleted by RFC0954, RFC3912) (Status: UNKNOWN)

0813 Window and Acknowledgement Strategy in TCP. D.D. Clark. July
     1982. (Format: TXT=38110 bytes) (Status: UNKNOWN)

0814 Name, addresses, ports, and routes. D.D. Clark. July 1982.
     (Format: TXT=24663 bytes) (Status: UNKNOWN)

0815 IP datagram reassembly algorithms. D.D. Clark. July 1982.
     (Format: TXT=14575 bytes) (Status: UNKNOWN)

0816 Fault isolation and recovery. D.D. Clark. July 1982. (Format:
     TXT=20106 bytes) (Status: UNKNOWN)

0817 Modularity and efficiency in protocol implementation. D.D. Clark.
     July 1982. (Format: TXT=45931 bytes) (Status: UNKNOWN)

0818 Remote User Telnet service. J. Postel. November 1982. (Format:
     TXT=3693 bytes) (Status: HISTORIC)

0819 Domain naming convention for Internet user applications. Z. Su,
     J. Postel. August 1982. (Format: TXT=35314 bytes) (Status: UNKNOWN)

0820 Assigned numbers. J. Postel. August 1982. (Format: TXT=54213
     bytes) (Obsoletes RFC0790) (Obsoleted by RFC0870) (Status: HISTORIC)

0821 Simple Mail Transfer Protocol. J. Postel. August 1982. (Format:
     TXT=124482 bytes) (Obsoletes RFC0788) (Obsoleted by RFC2821) (Also
     STD0010) (Status: STANDARD)

0822 STANDARD FOR THE FORMAT OF ARPA INTERNET TEXT MESSAGES. D.
     Crocker. August 1982. (Format: TXT=106299 bytes) (Obsoletes RFC0733)
     (Obsoleted by RFC2822) (Updated by RFC1123, RFC2156, RFC1327,
     RFC1138, RFC1148) (Also STD0011) (Status: STANDARD)

0823 DARPA Internet gateway. R.M. Hinden, A. Sheltzer. September 1982.
     (Format: TXT=62620 bytes) (Updates IEN109, IEN30) (Status: HISTORIC)

0824 CRONUS Virtual Local Network. W.I. MacGregor, D.C. Tappan. August
     1982. (Format: TXT=58732 bytes) (Status: UNKNOWN)

0825 Request for comments on Requests For Comments. J. Postel.
     November 1982. (Format: TXT=4255 bytes) (Obsoleted by RFC1111,
     RFC1543, RFC2223) (Status: UNKNOWN)

0826 Ethernet Address Resolution Protocol: Or Converting Network
     Protocol Addresses to 48.bit Ethernet Address for Transmission on
     Ethernet Hardware. D. Plummer. November 1982. (Format: TXT=21556
     bytes) (Updated by RFC5227, RFC5494) (Also STD0037) (Status:
     STANDARD)

0827 Exterior Gateway Protocol (EGP). E.C. Rosen. October 1982.
     (Format: TXT=68436 bytes) (Updated by RFC0904) (Status: UNKNOWN)

0828 Data communications: IFIP’s international "network" of experts.
     K. Owen. August 1982. (Format: TXT=29922 bytes) (Status: UNKNOWN)

0829 Packet satellite technology reference sources. V.G. Cerf.
     November 1982. (Format: TXT=10919 bytes) (Status: UNKNOWN)

0830 Distributed system for Internet name service. Z. Su. October
     1982. (Format: TXT=31597 bytes) (Status: UNKNOWN)



0831 Backup access to the European side of SATNET. R.T. Braden.
     December 1982. (Format: TXT=11735 bytes) (Status: UNKNOWN)

0832 Who talks TCP?. D. Smallberg. December 1982. (Format: TXT=42751
     bytes) (Obsoleted by RFC0833) (Status: UNKNOWN)

0833 Who talks TCP?. D. Smallberg. December 1982. (Format: TXT=42973
     bytes) (Obsoletes RFC0832) (Obsoleted by RFC0834) (Status: UNKNOWN)

0834 Who talks TCP?. D. Smallberg. December 1982. (Format: TXT=42764
     bytes) (Obsoletes RFC0833) (Obsoleted by RFC0835) (Status: UNKNOWN)

0835 Who talks TCP?. D. Smallberg. December 1982. (Format: TXT=42959
     bytes) (Obsoletes RFC0834) (Obsoleted by RFC0836) (Status: UNKNOWN)

0836 Who talks TCP?. D. Smallberg. January 1983. (Format: TXT=43643
     bytes) (Obsoletes RFC0835) (Obsoleted by RFC0837) (Status: UNKNOWN)

0837 Who talks TCP?. D. Smallberg. January 1983. (Format: TXT=44864
     bytes) (Obsoletes RFC0836) (Obsoleted by RFC0838) (Status: UNKNOWN)

0838 Who talks TCP?. D. Smallberg. January 1983. (Format: TXT=45033
     bytes) (Obsoletes RFC0837) (Obsoleted by RFC0839) (Status: UNKNOWN)

0839 Who talks TCP?. D. Smallberg. January 1983. (Format: TXT=45175
     bytes) (Obsoletes RFC0838) (Obsoleted by RFC0842) (Status: UNKNOWN)

0840 Official protocols. J. Postel. April 1983. (Format: TXT=33534
     bytes) (Obsoleted by RFC0880) (Status: HISTORIC)

0841 Specification for message format for Computer Based Message
     Systems. National Bureau of Standards. January 1983. (Format:
     TXT=231871 bytes) (Obsoletes RFC0806) (Status: UNKNOWN)

0842 Who talks TCP? - survey of 1 February 83. D. Smallberg. February
     1983. (Format: TXT=45962 bytes) (Obsoletes RFC0839) (Obsoleted by
     RFC0843) (Status: UNKNOWN)

0843 Who talks TCP? - survey of 8 February 83. D. Smallberg. February
     1983. (Format: TXT=46193 bytes) (Obsoletes RFC0842) (Obsoleted by
     RFC0845) (Updated by RFC0844) (Status: UNKNOWN)

0844 Who talks ICMP, too? - Survey of 18 February 1983. R. Clements.
     February 1983. (Format: TXT=9078 bytes) (Updates RFC0843) (Status:
     UNKNOWN)

0845 Who talks TCP? - survey of 15 February 1983. D. Smallberg.
     February 1983. (Format: TXT=45983 bytes) (Obsoletes RFC0843)
     (Obsoleted by RFC0846) (Status: UNKNOWN)

0846 Who talks TCP? - survey of 22 February 1983. D. Smallberg.
     February 1983. (Format: TXT=45597 bytes) (Obsoletes RFC0845)
     (Obsoleted by RFC0847) (Status: UNKNOWN)

0847 Summary of Smallberg surveys. A. Westine, D. Smallberg, J.
     Postel. February 1983. (Format: TXT=3789 bytes) (Obsoletes RFC0846)
     (Status: UNKNOWN)

0848 Who provides the "little" TCP services?. D. Smallberg. March
     1983. (Format: TXT=10985 bytes) (Status: UNKNOWN)

0849 Suggestions for improved host table distribution. M.R. Crispin.
     May 1983. (Format: TXT=5178 bytes) (Status: UNKNOWN)

0850 Standard for interchange of USENET messages. M.R. Horton. June
     1983. (Format: TXT=43871 bytes) (Obsoleted by RFC1036) (Status:
     UNKNOWN)



0851 ARPANET 1822L Host Access Protocol. A.G. Malis. April 1983.
     (Format: TXT=72042 bytes) (Obsoletes RFC0802) (Obsoleted by RFC0878)
     (Status: UNKNOWN)

0852 ARPANET short blocking feature. A.G. Malis. April 1983. (Format:
     TXT=17151 bytes) (Status: UNKNOWN)

0853 Not Issued.

0854 Telnet Protocol Specification. J. Postel, J.K. Reynolds. May
     1983. (Format: TXT=39371 bytes) (Obsoletes RFC0764) (Updated by
     RFC5198) (Also STD0008) (Status: STANDARD)

0855 Telnet Option Specifications. J. Postel, J.K. Reynolds. May 1983.
     (Format: TXT=6218 bytes) (Obsoletes NIC 18640) (Also STD0008)
     (Status: STANDARD)

0856 Telnet Binary Transmission. J. Postel, J. Reynolds. May 1983.
     (Format: TXT=8965 bytes) (Obsoletes NIC 15389) (Also STD0027)
     (Status: STANDARD)

0857 Telnet Echo Option. J. Postel, J. Reynolds. May 1983. (Format:
     TXT=10859 bytes) (Obsoletes NIC 15390) (Also STD0028) (Status:
     STANDARD)

0858 Telnet Suppress Go Ahead Option. J. Postel, J. Reynolds. May
     1983. (Format: TXT=3712 bytes) (Obsoletes NIC 15392) (Also STD0029)
     (Status: STANDARD)

0859 Telnet Status Option. J. Postel, J. Reynolds. May 1983. (Format:
     TXT=4273 bytes) (Obsoletes RFC0651) (Also STD0030) (Status: STANDARD)

0860 Telnet Timing Mark Option. J. Postel, J. Reynolds. May 1983.
     (Format: TXT=7881 bytes) (Obsoletes NIC 16238) (Also STD0031)
     (Status: STANDARD)

0861 Telnet Extended Options: List Option. J. Postel, J. Reynolds. May
     1983. (Format: TXT=3068 bytes) (Obsoletes NIC 16239) (Also STD0032)
     (Status: STANDARD)

0862 Echo Protocol. J. Postel. May 1983. (Format: TXT=1237 bytes)
     (Also STD0020) (Status: STANDARD)

0863 Discard Protocol. J. Postel. May 1983. (Format: TXT=1239 bytes)
     (Also STD0021) (Status: STANDARD)

0864 Character Generator Protocol. J. Postel. May 1983. (Format:
     TXT=6842 bytes) (Also STD0022) (Status: STANDARD)

0865 Quote of the Day Protocol. J. Postel. May 1983. (Format: TXT=1676
     bytes) (Also STD0023) (Status: STANDARD)

0866 Active users. J. Postel. May 1983. (Format: TXT=2029 bytes) (Also
     STD0024) (Status: STANDARD)

0867 Daytime Protocol. J. Postel. May 1983. (Format: TXT=2289 bytes)
     (Also STD0025) (Status: STANDARD)

0868 Time Protocol. J. Postel, K. Harrenstien. May 1983. (Format:
     TXT=3024 bytes) (Also STD0026) (Status: STANDARD)

0869 Host Monitoring Protocol. R. Hinden. December 1983. (Format:
     TXT=94550 bytes) (Status: HISTORIC)

0870 Assigned numbers. J.K. Reynolds, J. Postel. October 1983.
     (Format: TXT=56055 bytes) (Obsoletes RFC0820) (Obsoleted by RFC0900)



     (Status: HISTORIC)

0871 Perspective on the ARPANET reference model. M.A. Padlipsky.
     September 1982. (Format: TXT=74455 bytes) (Status: UNKNOWN)

0872 TCP-on-a-LAN. M.A. Padlipsky. September 1982. (Format: TXT=22446
     bytes) (Status: UNKNOWN)

0873 Illusion of vendor support. M.A. Padlipsky. September 1982.
     (Format: TXT=23095 bytes) (Status: UNKNOWN)

0874 Critique of X.25. M.A. Padlipsky. September 1982. (Format:
     TXT=36386 bytes) (Status: UNKNOWN)

0875 Gateways, architectures, and heffalumps. M.A. Padlipsky.
     September 1982. (Format: TXT=22816 bytes) (Status: UNKNOWN)

0876 Survey of SMTP implementations. D. Smallberg. September 1983.
     (Format: TXT=37775 bytes) (Status: UNKNOWN)

0877 Standard for the transmission of IP datagrams over public data
     networks. J.T. Korb. September 1983. (Format: TXT=3272 bytes)
     (Obsoleted by RFC1356) (Status: UNKNOWN)

0878 ARPANET 1822L Host Access Protocol. A.G. Malis. December 1983.
     (Format: TXT=74774 bytes) (Obsoletes RFC0851) (Status: UNKNOWN)
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1033 Domain Administrators Operations Guide. M. Lottor. November 1987.
     (Format: TXT=37263 bytes) (Status: UNKNOWN)

1034 Domain names - concepts and facilities. P.V. Mockapetris.
     November 1987. (Format: TXT=129180 bytes) (Obsoletes RFC0973,
     RFC0882, RFC0883) (Updated by RFC1101, RFC1183, RFC1348, RFC1876,
     RFC1982, RFC2065, RFC2181, RFC2308, RFC2535, RFC4033, RFC4034,
     RFC4035, RFC4343, RFC4035, RFC4592, RFC5936) (Also STD0013) (Status:
     STANDARD)

1035 Domain names - implementation and specification. P.V.
     Mockapetris. November 1987. (Format: TXT=125626 bytes) (Obsoletes
     RFC0973, RFC0882, RFC0883) (Updated by RFC1101, RFC1183, RFC1348,
     RFC1876, RFC1982, RFC1995, RFC1996, RFC2065, RFC2136, RFC2181,
     RFC2137, RFC2308, RFC2535, RFC2845, RFC3425, RFC3658, RFC4033,



     RFC4034, RFC4035, RFC4343, RFC5936, RFC5966) (Also STD0013) (Status:
     STANDARD)

1036 Standard for interchange of USENET messages. M.R. Horton, R.
     Adams. December 1987. (Format: TXT=46891 bytes) (Obsoletes RFC0850)
     (Obsoleted by RFC5536, RFC5537) (Status: UNKNOWN)

1037 NFILE - a file access protocol. B. Greenberg, S. Keene. December
     1987. (Format: TXT=197312 bytes) (Status: HISTORIC)

1038 Draft revised IP security option. M. St. Johns. January 1988.
     (Format: TXT=15879 bytes) (Obsoleted by RFC1108) (Status: UNKNOWN)

1039 DoD statement on Open Systems Interconnection protocols. D.
     Latham. January 1988. (Format: TXT=6194 bytes) (Obsoletes RFC0945)
     (Status: UNKNOWN)

1040 Privacy enhancement for Internet electronic mail: Part I: Message
     encipherment and authentication procedures. J. Linn. January 1988.
     (Format: TXT=76276 bytes) (Obsoletes RFC0989) (Obsoleted by RFC1113)
     (Status: UNKNOWN)

1041 Telnet 3270 regime option. Y. Rekhter. January 1988. (Format:
     TXT=11608 bytes) (Updated by RFC6270) (Status: PROPOSED STANDARD)

1042 Standard for the transmission of IP datagrams over IEEE 802
     networks. J. Postel, J.K. Reynolds. February 1988. (Format: TXT=34359
     bytes) (Obsoletes RFC0948) (Also STD0043) (Status: STANDARD)

1043 Telnet Data Entry Terminal option: DODIIS implementation. A.
     Yasuda, T. Thompson. February 1988. (Format: TXT=59478 bytes)
     (Updates RFC0732) (Status: PROPOSED STANDARD)

1044 Internet Protocol on Network System’s HYPERchannel: Protocol
     Specification. K. Hardwick, J. Lekashman. February 1988. (Format:
     TXT=100836 bytes) (Updated by RFC5494) (Also STD0045) (Status:
     STANDARD)

1045 VMTP: Versatile Message Transaction Protocol: Protocol
     specification. D.R. Cheriton. February 1988. (Format: TXT=272058
     bytes) (Status: EXPERIMENTAL)

1046 Queuing algorithm to provide type-of-service for IP links. W.
     Prue, J. Postel. February 1988. (Format: TXT=30106 bytes) (Status:
     UNKNOWN)

1047 Duplicate messages and SMTP. C. Partridge. February 1988.
     (Format: TXT=5888 bytes) (Status: UNKNOWN)

1048 BOOTP vendor information extensions. P.A. Prindeville. February
     1988. (Format: TXT=15423 bytes) (Obsoleted by RFC1084, RFC1395,
     RFC1497, RFC1533) (Status: UNKNOWN)

1049 Content-type header field for Internet messages. M.A. Sirbu.
     March 1988. (Format: TXT=18923 bytes) (Status: HISTORIC)

1050 RPC: Remote Procedure Call Protocol specification. Sun
     Microsystems. April 1988. (Format: TXT=51540 bytes) (Obsoleted by
     RFC1057) (Status: HISTORIC)

1051 Standard for the transmission of IP datagrams and ARP packets
     over ARCNET networks. P.A. Prindeville. March 1988. (Format: TXT=7779
     bytes) (Obsoleted by RFC1201) (Status: HISTORIC)

1052 IAB recommendations for the development of Internet network
     management standards. V.G. Cerf. April 1988. (Format: TXT=30569
     bytes) (Status: UNKNOWN)



1053 Telnet X.3 PAD option. S. Levy, T. Jacobson. April 1988. (Format:
     TXT=48952 bytes) (Status: PROPOSED STANDARD)

1054 Host extensions for IP multicasting. S.E. Deering. May 1988.
     (Format: TXT=45465 bytes) (Obsoletes RFC0988) (Obsoleted by RFC1112)
     (Status: UNKNOWN)

1055 Nonstandard for transmission of IP datagrams over serial lines:
     SLIP. J.L. Romkey. June 1988. (Format: TXT=12578 bytes) (Also
     STD0047) (Status: STANDARD)

1056 PCMAIL: A distributed mail system for personal computers. M.L.
     Lambert. June 1988. (Format: TXT=85368 bytes) (Obsoletes RFC0993)
     (Status: INFORMATIONAL)

1057 RPC: Remote Procedure Call Protocol specification: Version 2. Sun
     Microsystems. June 1988. (Format: TXT=52462 bytes) (Obsoletes
     RFC1050) (Status: INFORMATIONAL)

1058 Routing Information Protocol. C.L. Hedrick. June 1988. (Format:
     TXT=93285 bytes) (Updated by RFC1388, RFC1723) (Status: HISTORIC)

1059 Network Time Protocol (version 1) specification and
     implementation. D.L. Mills. July 1988. (Format: TXT=140890 bytes)
     (Obsoletes RFC0958) (Obsoleted by RFC1119, RFC1305) (Status: UNKNOWN)

1060 Assigned numbers. J.K. Reynolds, J. Postel. March 1990. (Format:
     TXT=177923 bytes) (Obsoletes RFC1010) (Obsoleted by RFC1340) (Updated
     by RFC1349) (Status: HISTORIC)

1061 Not Issued.

1062 Internet numbers. S. Romano, M.K. Stahl, M. Recker. August 1988.
     (Format: TXT=198729 bytes) (Obsoletes RFC1020) (Obsoleted by RFC1117,
     RFC1166) (Status: UNKNOWN)

1063 IP MTU discovery options. J.C. Mogul, C.A. Kent, C. Partridge, K.
     McCloghrie. July 1988. (Format: TXT=27121 bytes) (Obsoleted by
     RFC1191) (Status: UNKNOWN)

1064 Interactive Mail Access Protocol: Version 2. M.R. Crispin. July
     1988. (Format: TXT=57813 bytes) (Obsoleted by RFC1176, RFC1203)
     (Status: UNKNOWN)

1065 Structure and identification of management information for
     TCP/IP-based internets. K. McCloghrie, M.T. Rose. August 1988.
     (Format: TXT=38858 bytes) (Obsoleted by RFC1155) (Status: STANDARD)

1066 Management Information Base for network management of
     TCP/IP-based internets. K. McCloghrie, M.T. Rose. August 1988.
     (Format: TXT=135177 bytes) (Obsoleted by RFC1156) (Status: UNKNOWN)

1067 Simple Network Management Protocol. J.D. Case, M. Fedor, M.L.
     Schoffstall, J. Davin. August 1988. (Format: TXT=69592 bytes)
     (Obsoleted by RFC1098) (Status: UNKNOWN)

1068 Background File Transfer Program (BFTP). A.L. DeSchon, R.T.
     Braden. August 1988. (Format: TXT=51004 bytes) (Status: UNKNOWN)

1069 Guidelines for the use of Internet-IP addresses in the ISO
     Connectionless-Mode Network Protocol. R.W. Callon, H.W. Braun.
     February 1989. (Format: TXT=24268 bytes) (Obsoletes RFC0986) (Status:
     UNKNOWN)

1070 Use of the Internet as a subnetwork for experimentation with the
     OSI network layer. R.A. Hagens, N.E. Hall, M.T. Rose. February 1989.



     (Format: TXT=37354 bytes) (Status: UNKNOWN)

1071 Computing the Internet checksum. R.T. Braden, D.A. Borman, C.
     Partridge. September 1988. (Format: TXT=54941 bytes) (Updated by
     RFC1141) (Status: UNKNOWN)

1072 TCP extensions for long-delay paths. V. Jacobson, R.T. Braden.
     October 1988. (Format: TXT=36000 bytes) (Obsoleted by RFC1323,
     RFC2018, RFC6247) (Status: HISTORIC)

1073 Telnet window size option. D. Waitzman. October 1988. (Format:
     TXT=7639 bytes) (Status: PROPOSED STANDARD)

1074 NSFNET backbone SPF based Interior Gateway Protocol. J. Rekhter.
     October 1988. (Format: TXT=10872 bytes) (Status: UNKNOWN)

1075 Distance Vector Multicast Routing Protocol. D. Waitzman, C.
     Partridge, S.E. Deering. November 1988. (Format: TXT=54731 bytes)
     (Status: EXPERIMENTAL)

1076 HEMS monitoring and control language. G. Trewitt, C. Partridge.
     November 1988. (Format: TXT=98774 bytes) (Obsoletes RFC1023) (Status:
     UNKNOWN)

1077 Critical issues in high bandwidth networking. B.M. Leiner.
     November 1988. (Format: TXT=116464 bytes) (Status: UNKNOWN)

1078 TCP port service Multiplexer (TCPMUX). M. Lottor. November 1988.
     (Format: TXT=3248 bytes) (Status: UNKNOWN)

1079 Telnet terminal speed option. C.L. Hedrick. December 1988.
     (Format: TXT=4942 bytes) (Status: PROPOSED STANDARD)

1080 Telnet remote flow control option. C.L. Hedrick. November 1988.
     (Format: TXT=6688 bytes) (Obsoleted by RFC1372) (Status: UNKNOWN)

1081 Post Office Protocol: Version 3. M.T. Rose. November 1988.
     (Format: TXT=37009 bytes) (Obsoleted by RFC1225) (Status: UNKNOWN)

1082 Post Office Protocol: Version 3: Extended service offerings. M.T.
     Rose. November 1988. (Format: TXT=25423 bytes) (Status: UNKNOWN)

1083 IAB official protocol standards. Defense Advanced Research
     Projects Agency, Internet Activities Board. December 1988. (Format:
     TXT=27128 bytes) (Obsoleted by RFC1100) (Status: HISTORIC)

1084 BOOTP vendor information extensions. J.K. Reynolds. December
     1988. (Format: TXT=16327 bytes) (Obsoletes RFC1048) (Obsoleted by
     RFC1395, RFC1497, RFC1533) (Status: UNKNOWN)

1085 ISO presentation services on top of TCP/IP based internets. M.T.
     Rose. December 1988. (Format: TXT=64643 bytes) (Status: UNKNOWN)

1086 ISO-TP0 bridge between TCP and X.25. J.P. Onions, M.T. Rose.
     December 1988. (Format: TXT=19934 bytes) (Status: UNKNOWN)

1087 Ethics and the Internet. Defense Advanced Research Projects
     Agency, Internet Activities Board. January 1989. (Format: TXT=4582
     bytes) (Status: UNKNOWN)

1088 Standard for the transmission of IP datagrams over NetBIOS
     networks. L.J. McLaughlin. February 1989. (Format: TXT=5579 bytes)
     (Also STD0048) (Status: STANDARD)

1089 SNMP over Ethernet. M. Schoffstall, C. Davin, M. Fedor, J. Case.
     February 1989. (Format: TXT=4458 bytes) (Obsoleted by RFC4789)
     (Status: UNKNOWN)



1090 SMTP on X.25. R. Ullmann. February 1989. (Format: TXT=6141 bytes)
     (Status: UNKNOWN)

1091 Telnet terminal-type option. J. VanBokkelen. February 1989.
     (Format: TXT=13439 bytes) (Obsoletes RFC0930) (Status: PROPOSED
     STANDARD)

1092 EGP and policy based routing in the new NSFNET backbone. J.
     Rekhter. February 1989. (Format: TXT=11865 bytes) (Status: UNKNOWN)

1093 NSFNET routing architecture. H.W. Braun. February 1989. (Format:
     TXT=20629 bytes) (Status: UNKNOWN)

1094 NFS: Network File System Protocol specification. B. Nowicki.
     March 1989. (Format: TXT=51454 bytes) (Also RFC1813) (Status:
     INFORMATIONAL)

1095 Common Management Information Services and Protocol over TCP/IP
     (CMOT). U.S. Warrier, L. Besaw. April 1989. (Format: TXT=157506
     bytes) (Obsoleted by RFC1189) (Status: UNKNOWN)

1096 Telnet X display location option. G.A. Marcy. March 1989.
     (Format: TXT=4634 bytes) (Status: PROPOSED STANDARD)

1097 Telnet subliminal-message option. B. Miller. April 1 1989.
     (Format: TXT=5490 bytes) (Status: UNKNOWN)

1098 Simple Network Management Protocol (SNMP). J.D. Case, M. Fedor,
     M.L. Schoffstall, J. Davin. April 1989. (Format: TXT=71563 bytes)
     (Obsoletes RFC1067) (Obsoleted by RFC1157) (Status: UNKNOWN)

1099 Request for Comments Summary: RFC Numbers 1000-1099. J. Reynolds.
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1100 IAB official protocol standards. Defense Advanced Research
     Projects Agency, Internet Activities Board. April 1989. (Format:
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     HISTORIC)
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     April 1989. (Format: TXT=28677 bytes) (Updates RFC1034, RFC1035)
     (Status: UNKNOWN)
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     (Format: TXT=59664 bytes) (Status: UNKNOWN)

1103 Proposed standard for the transmission of IP datagrams over FDDI
     Networks. D. Katz. June 1989. (Format: TXT=19439 bytes) (Obsoleted by
     RFC1188) (Status: UNKNOWN)

1104 Models of policy based routing. H.W. Braun. June 1989. (Format:
     TXT=25468 bytes) (Status: UNKNOWN)

1105 Border Gateway Protocol (BGP). K. Lougheed, Y. Rekhter. June
     1989. (Format: TXT=37644 bytes) (Obsoleted by RFC1163) (Status:
     EXPERIMENTAL)

1106 TCP big window and NAK options. R. Fox. June 1989. (Format:
     TXT=37105 bytes) (Obsoleted by RFC6247) (Status: HISTORIC)

1107 Plan for Internet directory services. K.R. Sollins. July 1989.
     (Format: TXT=51773 bytes) (Status: INFORMATIONAL)

1108 U.S. Department of Defense Security Options for the Internet
     Protocol. S. Kent. November 1991. (Format: TXT=41791 bytes)
     (Obsoletes RFC1038) (Status: HISTORIC)



1109 Report of the second Ad Hoc Network Management Review Group. V.G.
     Cerf. August 1989. (Format: TXT=20642 bytes) (Status: UNKNOWN)

1110 Problem with the TCP big window option. A.M. McKenzie. August
     1989. (Format: TXT=5778 bytes) (Obsoleted by RFC6247) (Status:
     HISTORIC)

1111 Request for comments on Request for Comments: Instructions to RFC
     authors. J. Postel. August 1989. (Format: TXT=11793 bytes) (Obsoletes
     RFC0825) (Obsoleted by RFC1543, RFC2223) (Status: INFORMATIONAL)

1112 Host extensions for IP multicasting. S.E. Deering. August 1989.
     (Format: TXT=39904 bytes) (Obsoletes RFC0988, RFC1054) (Updated by
     RFC2236) (Also STD0005) (Status: STANDARD)

1113 Privacy enhancement for Internet electronic mail: Part I -
     message encipherment and authentication procedures. J. Linn. August
     1989. (Format: TXT=89293 bytes) (Obsoletes RFC0989, RFC1040)
     (Obsoleted by RFC1421) (Status: HISTORIC)

1114 Privacy enhancement for Internet electronic mail: Part II -
     certificate-based key management. S.T. Kent, J. Linn. August 1989.
     (Format: TXT=69661 bytes) (Obsoleted by RFC1422) (Status: HISTORIC)

1115 Privacy enhancement for Internet electronic mail: Part III -
     algorithms, modes, and identifiers. J. Linn. August 1989. (Format:
     TXT=18226 bytes) (Obsoleted by RFC1423) (Status: HISTORIC)

1116 Telnet Linemode option. D.A. Borman. August 1989. (Format:
     TXT=47473 bytes) (Obsoleted by RFC1184) (Status: PROPOSED STANDARD)

1117 Internet numbers. S. Romano, M.K. Stahl, M. Recker. August 1989.
     (Format: TXT=324666 bytes) (Obsoletes RFC1062, RFC1020, RFC0997)
     (Obsoleted by RFC1166) (Status: INFORMATIONAL)

1118 Hitchhikers guide to the Internet. E. Krol. September 1989.
     (Format: TXT=62757 bytes) (Status: INFORMATIONAL)

1119 Network Time Protocol (version 2) specification and
     implementation. D.L. Mills. September 1989. (Format: TXT=143,
     PS=518020, PDF=187940 bytes) (Obsoletes RFC0958, RFC1059) (Obsoleted
     by RFC1305) (Status: STANDARD)

1120 Internet Activities Board. V. Cerf. September 1989. (Format:
     TXT=26123 bytes) (Obsoleted by RFC1160) (Status: INFORMATIONAL)

1121 Act one - the poems. J. Postel, L. Kleinrock, V.G. Cerf, B.
     Boehm. September 1989. (Format: TXT=10644 bytes) (Status:
     INFORMATIONAL)

1122 Requirements for Internet Hosts - Communication Layers. R.
     Braden, Ed.. October 1989. (Format: TXT=295992 bytes) (Updates
     RFC0793) (Updated by RFC1349, RFC4379, RFC5884, RFC6093, RFC6298)
     (Also STD0003) (Status: STANDARD)

1123 Requirements for Internet Hosts - Application and Support. R.
     Braden, Ed.. October 1989. (Format: TXT=245503 bytes) (Updates
     RFC0822) (Updated by RFC1349, RFC2181, RFC5321, RFC5966) (Also
     STD0003) (Status: STANDARD)

1124 Policy issues in interconnecting networks. B.M. Leiner. September
     1989. (Format: TXT=118, PS=315692, PDF=143819 bytes) (Status:
     UNKNOWN)

1125 Policy requirements for inter Administrative Domain routing. D.
     Estrin. November 1989. (Format: TXT=55248, PS=282123, PDF=289862



     bytes) (Status: UNKNOWN)

1126 Goals and functional requirements for inter-autonomous system
     routing. M. Little. October 1989. (Format: TXT=62725 bytes) (Status:
     UNKNOWN)

1127 Perspective on the Host Requirements RFCs. R.T. Braden. October
     1989. (Format: TXT=41267 bytes) (Status: INFORMATIONAL)

1128 Measured performance of the Network Time Protocol in the Internet
     system. D.L. Mills. October 1989. (Format: TXT=314, PS=633742,
     PDF=197897 bytes) (Status: UNKNOWN)

1129 Internet Time Synchronization: The Network Time Protocol. D.L.
     Mills. October 1989. (Format: TXT=298, PS=551697, PDF=197036 bytes)
     (Also RFC1119) (Status: INFORMATIONAL)

1130 IAB official protocol standards. Defense Advanced Research
     Projects Agency, Internet Activities Board. October 1989. (Format:
     TXT=33858 bytes) (Obsoletes RFC1100) (Obsoleted by RFC1140) (Status:
     HISTORIC)

1131 OSPF specification. J. Moy. October 1989. (Format: TXT=268,
     PS=2293049, PDF=685585 bytes) (Obsoleted by RFC1247) (Status:
     PROPOSED STANDARD)

1132 Standard for the transmission of 802.2 packets over IPX networks.
     L.J. McLaughlin. November 1989. (Format: TXT=7902 bytes) (Also
     STD0049) (Status: STANDARD)

1133 Routing between the NSFNET and the DDN. J.Y. Yu, H.W. Braun.
     November 1989. (Format: TXT=23169 bytes) (Status: INFORMATIONAL)

1134 Point-to-Point Protocol: A proposal for multi-protocol
     transmission of datagrams over Point-to-Point links. D. Perkins.
     November 1989. (Format: TXT=87352 bytes) (Obsoleted by RFC1171)
     (Status: PROPOSED STANDARD)

1135 Helminthiasis of the Internet. J.K. Reynolds. December 1989.
     (Format: TXT=77033 bytes) (Status: INFORMATIONAL)

1136 Administrative Domains and Routing Domains: A model for routing
     in the Internet. S. Hares, D. Katz. December 1989. (Format: TXT=22158
     bytes) (Status: INFORMATIONAL)

1137 Mapping between full RFC 822 and RFC 822 with restricted
     encoding. S. Kille. December 1989. (Format: TXT=6266 bytes) (Updates
     RFC0976) (Status: HISTORIC)

1138 Mapping between X.400(1988) / ISO 10021 and RFC 822. S.E. Kille.
     December 1989. (Format: TXT=191029 bytes) (Obsoleted by RFC2156,
     RFC1327) (Updates RFC1026, RFC0987, RFC0822) (Updated by RFC1148)
     (Status: EXPERIMENTAL)

1139 Echo function for ISO 8473. R.A. Hagens. January 1990. (Format:
     TXT=14229 bytes) (Obsoleted by RFC1574, RFC1575) (Status: PROPOSED
     STANDARD)

1140 IAB official protocol standards. Defense Advanced Research
     Projects Agency, Internet Activities Board. May 1990. (Format:
     TXT=60501 bytes) (Obsoletes RFC1130) (Obsoleted by RFC1200) (Status:
     HISTORIC)

1141 Incremental updating of the Internet checksum. T. Mallory, A.
     Kullberg. January 1990. (Format: TXT=3587 bytes) (Updates RFC1071)
     (Updated by RFC1624) (Status: INFORMATIONAL)



1142 OSI IS-IS Intra-domain Routing Protocol. D. Oran, Ed.. February
     1990. (Format: TXT=425379, PS=1440951, PDF=490300 bytes) (Status:
     INFORMATIONAL)

1143 The Q Method of Implementing TELNET Option Negotiation. D.J.
     Bernstein. February 1990. (Format: TXT=23331 bytes) (Status:
     EXPERIMENTAL)

1144 Compressing TCP/IP Headers for Low-Speed Serial Links. V.
     Jacobson. February 1990. (Format: TXT=120959, PS=534729, PDF=255616
     bytes) (Status: PROPOSED STANDARD)

1145 TCP alternate checksum options. J. Zweig, C. Partridge. February
     1990. (Format: TXT=11052 bytes) (Obsoleted by RFC1146, RFC6247)
     (Status: HISTORIC)

1146 TCP alternate checksum options. J. Zweig, C. Partridge. March
     1990. (Format: TXT=10955 bytes) (Obsoletes RFC1145) (Obsoleted by
     RFC6247) (Status: HISTORIC)

1147 FYI on a Network Management Tool Catalog: Tools for Monitoring
     and Debugging TCP/IP Internets and Interconnected Devices. R.H.
     Stine. April 1990. (Format: TXT=336906, PS=555225, PDF=308602 bytes)
     (Obsoleted by RFC1470) (Status: INFORMATIONAL)

1148 Mapping between X.400(1988) / ISO 10021 and RFC 822. S.E. Kille.
     March 1990. (Format: TXT=194292 bytes) (Obsoleted by RFC2156,
     RFC1327) (Updates RFC1026, RFC0987, RFC1138, RFC0822) (Status:
     EXPERIMENTAL)

1149 Standard for the transmission of IP datagrams on avian carriers.
     D. Waitzman. April 1 1990. (Format: TXT=3329 bytes) (Updated by
     RFC2549) (Status: EXPERIMENTAL)

1150 FYI on FYI: Introduction to the FYI Notes. G.S. Malkin, J.K.
     Reynolds. March 1990. (Format: TXT=7867 bytes) (Obsoleted by RFC6360)
     (Status: HISTORIC)

1151 Version 2 of the Reliable Data Protocol (RDP). C. Partridge, R.M.
     Hinden. April 1990. (Format: TXT=8293 bytes) (Updates RFC0908)
     (Status: EXPERIMENTAL)

1152 Workshop report: Internet research steering group workshop on
     very-high-speed networks. C. Partridge. April 1990. (Format:
     TXT=64003 bytes) (Status: INFORMATIONAL)

1153 Digest message format. F.J. Wancho. April 1990. (Format: TXT=6632
     bytes) (Status: EXPERIMENTAL)

1154 Encoding header field for internet messages. D. Robinson, R.
     Ullmann. April 1990. (Format: TXT=12214 bytes) (Obsoleted by RFC1505)
     (Status: EXPERIMENTAL)

1155 Structure and identification of management information for
     TCP/IP-based internets. M.T. Rose, K. McCloghrie. May 1990. (Format:
     TXT=40927 bytes) (Obsoletes RFC1065) (Also STD0016) (Status:
     STANDARD)

1156 Management Information Base for network management of
     TCP/IP-based internets. K. McCloghrie, M.T. Rose. May 1990. (Format:
     TXT=138781 bytes) (Obsoletes RFC1066) (Status: HISTORIC)

1157 Simple Network Management Protocol (SNMP). J.D. Case, M. Fedor,
     M.L. Schoffstall, J. Davin. May 1990. (Format: TXT=74894 bytes)
     (Obsoletes RFC1098) (Status: HISTORIC)

1158 Management Information Base for network management of



     TCP/IP-based internets: MIB-II. M.T. Rose. May 1990. (Format:
     TXT=212152 bytes) (Obsoleted by RFC1213) (Status: PROPOSED STANDARD)

1159 Message Send Protocol. R. Nelson. June 1990. (Format: TXT=3957
     bytes) (Obsoleted by RFC1312) (Status: EXPERIMENTAL)

1160 Internet Activities Board. V. Cerf. May 1990. (Format: TXT=28182
     bytes) (Obsoletes RFC1120) (Status: INFORMATIONAL)

1161 SNMP over OSI. M.T. Rose. June 1990. (Format: TXT=16036 bytes)
     (Obsoleted by RFC1418) (Status: EXPERIMENTAL)

1162 Connectionless Network Protocol (ISO 8473) and End System to
     Intermediate System (ISO 9542) Management Information Base. G. Satz.
     June 1990. (Format: TXT=109893 bytes) (Obsoleted by RFC1238) (Status:
     EXPERIMENTAL)

1163 Border Gateway Protocol (BGP). K. Lougheed, Y. Rekhter. June
     1990. (Format: TXT=69404 bytes) (Obsoletes RFC1105) (Obsoleted by
     RFC1267) (Status: HISTORIC)

1164 Application of the Border Gateway Protocol in the Internet. J.C.
     Honig, D. Katz, M. Mathis, Y. Rekhter, J.Y. Yu. June 1990. (Format:
     TXT=56278 bytes) (Obsoleted by RFC1268) (Status: HISTORIC)

1165 Network Time Protocol (NTP) over the OSI Remote Operations
     Service. J. Crowcroft, J.P. Onions. June 1990. (Format: TXT=18277
     bytes) (Status: EXPERIMENTAL)

1166 Internet numbers. S. Kirkpatrick, M.K. Stahl, M. Recker. July
     1990. (Format: TXT=566778 bytes) (Obsoletes RFC1117, RFC1062,
     RFC1020) (Updated by RFC5737) (Status: INFORMATIONAL)

1167 Thoughts on the National Research and Education Network. V.G.
     Cerf. July 1990. (Format: TXT=20682 bytes) (Status: INFORMATIONAL)

1168 Intermail and Commercial Mail Relay services. A. Westine, A.L.
     DeSchon, J. Postel, C.E. Ward. July 1990. (Format: TXT=40306,
     PS=149816, PDF=55890 bytes) (Status: INFORMATIONAL)

1169 Explaining the role of GOSIP. V.G. Cerf, K.L. Mills. August 1990.
     (Format: TXT=30255 bytes) (Status: INFORMATIONAL)

1170 Public key standards and licenses. R.B. Fougner. January 1991.
     (Format: TXT=3144 bytes) (Status: INFORMATIONAL)
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